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DESIGN

QUALITY

EXPERT IN POWER BACK UP SOLUTION

a lineage of 30 years of manufacturing excellence
and category experience

ZESTFUL IN APPROACH

quirky brand elements, advertising, and an
informal outlook

AESTHETIC APPEAL

smooth architecture and refined edges completely
reminisces an European design

MAXIMUM PERFORMANCE DELIVERED

up-to-date technology in a complete package
delivering optimum performance

ASSURANCE OF QUALITY AND SERVICE

unmatched Indian manufacturing standards and
distinguished support from our established local
partner technical team




Brand Presence

INVERTER | BATTERY | SOLAR

. India

Ld Lebanon

® Afghanistan

' Nigeria
' Yemen

Q Zimbabwe

Amaze Inverters and Batteries are next generation products
which are designed to withstand long and frequent power
cuts. lts portfolio includes Tubular Batteries, Square wave
and Sine wave Inverters.

Tubular Batteries recharge very fast while the Square wave
Inverters give rugged performance with better load handling
and the Sine Wave Inverters produce noiseless and efficient
output.

Amaze Inverter and Battery performs best when used
together as a combo.




As a brand, AMAZE believes in transparency, ethical working
standards, long-term associations and has successfully created
an environment that offers growth opportunities for all. Keeping
in mind our brand ethos, the man who came to lead the pitch for
us is Virat Kohli, our esteemed brand ambassador.

His dedication, enduring performance and exceptional growth
in the sport, makes him a perfect depiction of what the brand

signifies.

In synergy, both our brand and the brand ambassador stand the

test of pressure in every situation and both remain high on

rugged performance.




ZStar
An Advanced UPS System

TECHNICAL SPECIFICATIONS

Capacity & DC Voltage 900VA /12 1

Input
Voltage 110-285V 110-285V

Output

HIE SINEBAGYE

Power Back up Display Battery
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Protection through MCB 100
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Protection Overload, Deep Discharge, Short-circuit & MCB Protection

*At optimurm battery voltage
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PURE SINE PROTECTION HASSLE-FREE BATTERY INTUTIVE & EASY AN INTELLIGENT
WAVE OUTPUT THROUGH MCEB  MAINTENANCE EXPERIENCE TO USE INTERFACE ups

Range: 900VA | 1500VA




AMAZE

AQ Series Home UPS
Modified Square Wave

TECHNICAL SPECIFICATIONS

Model  AQ«87S  AQ41075  AQe1675
Input
Micro controller based 3 stage intelligent battery charging ' R - e e |

protects battery from under & over charge % , R A T piig-c 1 Max. Bulb Load*

Battery
High Charging current even at low input 100V Ml Charding Clirer: 18A 17A 17A

Supports wide range of battery Tubular, Flat Plate, W 1 B LAl LN e e Physical TR, |
SMF & Local | | . !
=8 |l il ! Dimension LxWxH (mm)
? | b S

Current Settlng for Quick chcrglng of bottery ; B = il Protection Overload, Short-circuit, Battery Deep Discharge Protection & MCB Protection”
Supports ECO/UPS Mode esaliEly Lol ! 3 ! o e *At optimum battery voltage

MODIFIED SUPPORTS FLAT, 3 STAGE EXTRA LOAD HANDLING RUNS FOR
SQUARE WAVE TUBULAR, SMF & CHARGING IN COMPARISON WITH LONGER HOURS
LOCAL BATTERY COMPETITION




AN Series Home UPS
TECHNICAL SPECIFICATIONS

gl s Modsl  AweB7S  ANS1075  AN+1275
[put T I [ |

-

—e Rugged technology design for high performance and longer [Output 1 1 1
back-up time BB
——e Battery charging commences even at as low as 90V mains AC 5 ____:
Supports a wide range of batteries with three step charging ' e = I e s e
—= Current and four step battery type selection ]

Protection ‘ Overload, Short-circuit, Deep Discharge & MCB Protection*

Capacity & DC Voltage 1400VA [/ 12V 1500VA | 24V
RO [ e el
100-290v 100-20V

Max. Bulb Load* 1120 Watt 1200 Watt

Maximum Charging Current 17A 17A
Physical
Net Weight (Kg) 13.5

Dimension LxWxH (mm) 305x275x130 305x275x130

Protection Overload, Short-circuit, Deep Discharge
& MCB Protection*

*At optirmurn battery voltage

—=* *Boost mode to increase the output voltage which improves
the performance of appliances

LONG BACK UP PURE SINE WORRILESS
WAVE QUTPUT CHARGING




AN Star Series HKVA
High Capacity System

Auto overload handling Capacity

Noiseless operation with the help of low harmonic distortion
MCB protection for Input mains

By pass switch for supplying output directly from grid in
case of Home UPS fault

Supports a wide battery range ie. Flat Plate, Tubular &

VRLA (SMF)

o~

Range: 2KVA | 25KVA | 3.5KVA

Capacity & DC Voltage
Input
Voltage

Max. Bulb Load*

Battery

Maximum Charging Current
Physical

Net Weight (Kg.)
Dimension LxWxH (mm)

Protection

2000VA/24V 2500VAj248V 3500VA/48V

100-285V 120-280V 100-285V

1600 Watt 2000 Watt 2800 Wwatt

21A 21A

22.5 225 319
280x305x280 300x326x284 280x305x380

Overload, Short-circuit, Battery Deep Discharge
Protection & MCB Protection

At optimum battery voltage
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PURE SINE MCB PROTECTION LCD DISPLAY
WAVE OUTPUT

SYNCHRONIZED
CHANGEOVER




AN Senes HKVA TECHNICAL SPECIFICATIONS
HighiCapdaty, system | . | | Capncy 05 Vooge
—e INn-built TDR for running appliances with high inrush : ' SutL I e e |
ks 2 . g |
cu rrent (eg AC) | _ ' | IW”—”—H—”—”—‘
< Saving the overall system cost of installation as inverter is Sl vaimum Crarging Currere] 2 | 2w | za | | ew |
capable of running similar loads with less number of batteries ' [ Physical | |:| e |
i y __ (Netweight () | s | s | = | ez | 7en |
e e

buttons which optimize the current as per the battery capacity { Protection Overload, Short-circuit, Battery Deep Discharge
: Protection & MCB Protection

—e Advanced LCD Display which shows system perforrmance
throughout the day

*At optimum battery voltage
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AMAZE
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PURE SINE MCB PROTECTION LCD DISPLAY SYNCHRONIZED
WAVE OUTPUT CHANGEOVER
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Range: 4KVA - 10KVA




AMAZE

Epsilon
TECHNICAL SPECIFICATIONS

FastiChdiding S gldiinye et Model  Ams117s  Awsiers
Capacity & DC Voltage 850VA [/ 12V 1500VA | 24V
. 230V AC 230V AC
Intelligent Solar Optimization Technique (ISOT) maximizes [owpue | | |
solar energy usage in both backup and charging mode of _.
operation.Battery charging commmences even at as low _ ,
Maximum Charging Current -

as 90V mains AC
: ; 3 Physical | |

Bl b o s i S _—
This is @ user-defined setting

In-built protection against deep discharge, overcharge, ; i metection | Short circuit, Overload, High Temperature, Low Battery J
excessive current and short-circuit '

Ensures noiseless operation and safety of connected

i - Al \ : = i I 4 .
AMS 1873 ) ! : . . @
FAST

‘°_° 2 ISOT ECO AND SAFETY AND PURE SINE
g - o | TECHNOLOGY CHARGING UPsS MODE PROTECTION WAVE OUTPUT

appliances




Solar Charge Controller

98% efficiency

Inbuilt Low voltage disconnect (LVD)
Automatic battery selection

USB port for DC load connection

HA

M“I |

TECHNICAL SPECIFICATIONS

| scceA SCC10A  SCC-20A
Systom rating TEYREED FEYRETE
Technology

Meximum soar panelwartag oo Ve
Maximum solarpanelvoitage | | 25V/45V

Low voltage disconnect
A) By state of charge

B) Controlled by voltage
Battery type selection
Self consumption
Efficiency

A) Charging

Available

Available
Lead Acld & SMF
Less than 10maA

Operating temperature range 0°C to 50°C
Power connections 30 Ampere Terminal

Wire size Rzcommended 2.5 sg. mm Recommended 4 sq. mm Recommended & sq. mm Recommended 4 sq. mm

Enclosure ABS Plastic, IP21
Dimensions (mm) 40x60x 135 (Lx Wx H)

* Available with dusk to dawn feature
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LOW VOLTAGE :
DISCONNECT CORROSION
RESISTANT




Cygnus
Short & Tall Tubular

—=o Extra Tall container to store 30% more electrolyte to ensure _ = : ...m.

less frequent woter topping - . L L b :
—e High performance positive plates are made with an N e o | AZC100TT

advanced autoratic wet fillng process to ensure high surface | N ] AZCTSOTT

3 caralstent paste Reraitetroughout thepiat | | AZC200TT

M R e L e ey . S 2c2zor [ 220 | 2 [ 502 [ o1 [ o7 [ a5 [ Gao [ oa

—= Optimally porous ceramic level indicator suppresses water

loss & promote safety along with cleanliness.
—e Extremely high purity and a corrosion-resistant proprietary
spine alloy composition ensure longer battery service life.

i
[AZC100TT | 101 | 50 |64 |
o8
TS

*Due to continual product improvement the specifications are subjec
to change without any prior notice.

TECHNICAL SPECIFICATIONS

FACTORY CHARGED EASY MAINTENANCE LONG & TUBULAR
BATTERY IN READY TO WITH LEVEL PLATES GIVE MORE
USE CONDITION INDICATORS BACK-UP & LONGER LIFE




Ursa
TECHNICAL SPECIFICATIONS
Tall Tubular

WPF Technology maintains the consistency to ensure

e 397
e AR | R T
Tubular plate design specifically tailored for deep cycle usage | = AZU220TT T

Unique Patented alloy composition ensures Protection
from corrosion

Special Additives for quick recovery from deep discharge
Easy Maintenance with water level indicators

High life, low maintenance

Suitable for use in areas with frequent power cuts ; AZU150TT 126

=l NN > o00rT | 202 [ 01 [1es 6
LN = = (Azuz20TT | 222 | 111 |185]739 |

*Due to continual product improvement the specifications are
to change without any prior notice.
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MADE N INDIR TALL TUBULAR
EXFORT DMLY BATTERY
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WPF RECOVERY FROM HIGH PURITY,
TECHNOLOGY DEEP DISCHARGE CORROSION
RESISTANT




Solar Battery

TECHNICAL SPECIFICATIONS

Very Low Maintenance Topping up frequency: (Ah)
Once in 8 to 10 months AZS1512 505 60.00
m AZ52012 502 397 68.00

High Temperature Performance Can handle extreme
weather conditions

Long Design Life Long cycles (1500@80% DOD, 5000
@20% DOD)

High Charge acceptance Rugged Performance

[Azsisi2_| 180 | 90 150|600
200800

] I l I l I » *Due to continual product improvement the specifications are subjected
il . to change without any prior notice.
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AMAZE

SOLAR BATTERY

VERY LOW HIGH TEMPERATURE HIGH CHARGE
MAINTENANCE PERFORMANCE ACCEPTANCE




INVERTER | BATTERY | SOLAR

www.amadze-india.com




